
ZAS 230A/12D-60W   062201-000
ZAS 230A/24D-60W   062202-000

unit load - 1 unit load - 1 unit load - 1 unit load - 1 unit load - 0,7 unit load - 0,7 unit load - 0,7

ZAS 230A/12D-60W-2B   062203-000
ZAS 230A/24D-60W-2B   062204-000

alternative without
 flushing buttons

12V DC

24V DC

100m max. | 10unit max. 

200m max. | 20unit max.

230V AC Cable type J-Y(St)Y 2x2x0,8mm

(10 unit) or (20 unit)   >=   (unit load fitting) + (unit load fitting) + ... + (unit load fitting)
12V DC 24V DC

power supply 12V DC, 6pcs showers + 5pcs basin faucets

10 [unit load] >= 1 + 1 + 1 + 1 + 1 + 1 + 0,7 + 0,7 + 0,7 + 0,7 + 0,7 [unit load]
10 [unit load] >= 9,5 [unit load]
     OK

example: power supply 12V DC, 6pcs showers + 6pcs basin faucets

10 [unit load] >= 1 + 1 + 1 + 1 + 1 + 1 + 0,7 + 0,7 + 0,7 + 0,7 + 0,7 + 0,7 [unit load]
10 [unit load] < 10,2 [unit load]
     NOK!

example:

unit load - 1 unit load - 1 unit load - 1 unit load - 1 unit load - 1 unit load - 1 unit load - 1 unit load - 0,7 unit load - 0,7

ZAS UW-mSK3/3-0.6

ZAS OW-mSK3/3-0.6

junction boxes
under the sink

Electrical installation    |     power supply topologies and unit load of the fitting 

unit load - 0,7 unit load - 0,7

unit load - 0,7

ZAS UW-mSK3/3-2.1

ZAS OW-mSK3/3-2.1

ceiling 
junction boxes

ZAS UW-mSK3/3-0,6   062225-000
ZAS UW-mSK3/3-2,1   062239-000

ZAS OW-mSK3/3-0,6   062226-000
ZAS OW-mSK3/3-2,1   062240-010

ZAS UW-mSK3/3-2.1

ZAS OW-mSK3/3-2.1

unit load - 2

coming soon

unit load - 2

unit load - 2



-V  -V  +V  +V

100-240V AC
50-60Hz

Connection to
junction box / fitting

L1 (brown)

N (blue)

0V (black)

+12 / +24V DC (red)

hygienic flush 
mixed water (yellow)

disinfection flush
hot water (white)

Electrical installation    |     Cabling mains 

Power supply unit in housing   |      ZAS 230A/12D-60W-2B, ZAS 230A/24D-60W-2B  

Disinfection
flush

Hygienic
flush

J-Y(St)Y 2x2x0,8mm



100-240V AC
50-60Hz

Connection to
 /junction box/

/fitting/

L1 (brown)

N (blue)

-V  -V  +V  +V

(yellow) and (white)
not connected

+12 / +24V DC (red)

0V (black)

Electrical installation    |     Cabling mains 

Power supply unit in housing   |      ZAS 230A/12D-60W, ZAS 230A/24D-60W  

J-Y(St)Y 2x2x0,8mm



Electrical installation    |     Cabling mains 

Junction boxes under the sink   |      ZAS UW-mSK3/3-0,6; ZAS OW-mSK3/3-0,6   

ZAS UW-mSK3/3-0,6 ZAS OW-mSK3/3-0,6

connection from power supply unit 
or previous junction box / fitting

connection to 
next junction box / fitting

connection from power supply unit 
or previous junction box / fitting

connection to 
next junction box / fitting

to
 b

a
sin

 fa
u
ce

t

to
 b

a
sin

 fa
u
ce

t

Hygienic flush
(yellow)

+12 / +24V DC
(green)

0V (white)

0V (black)

+12 / +24V DC
(red)

not connected
(white) Hygienic flush

(yellow)

+12 / +24V DC
(green) 0V (white)

not connected
(white)

+12 / +24V DC
(red)

0V (black)

J-Y(St)Y 2x2x0,8mm

J-Y(St)Y 2x2x0,8mm
J-Y(St)Y 2x2x0,8mm



Electrical installation    |     Separate cabling 

URINAL   |      ZAS 230A/12D-18W-UW-mSK3/3-2,1;  ZAS 230A/12D-18W-OW-mSK3/3-2,1
                             ZAS UW-mSK3/3-2,1;  ZAS OW-mSK3/3-2,1
   

unit load - 0,7

ZAS UW-mSK3/3-2.1
or

ZAS OW-mSK3/3-2.1

ZAS OW-mSK3/3-2.1
or

ZAS UW-mSK3/3-2.1

ZAS 230A/12D-18W-OW-mSK3/3-2,1
or

ZAS 230A/12D-18W-UW-mSK3/3-2,1

J-Y(St)Y 2x2x0,8mm J-Y(St)Y 2x2x0,8mm

m
S

K
3
/3

 -
 2

,1
m

m
S

K
3
/3

 -
 2

,1
m

m
S

K
3
/3

 -
 2

,1
m

20m max. | 2,1unit max. 

unit load 0,7 unit load 0,7 unit load 0,7 

12VDC

ceiling 
junction box

ceiling 
junction box

ceiling 
junction box

with
power supply

ideal position 
in the middle
of the wiring



Electrical installation    |     Separate cabling 

BASIN FAUCET   |      ZAS 230A/12D-18W-UW;  ZAS 230A/12D-18W-OW
                          ZAS UW-mSK3/3-0,6;  ZAS OW-mSK3/3-0,6
   

unit load - 0,7

unit load - 0,7

unit load - 0,7

ZAS 230A/12D-18W-OW
or

ZAS 230A/12D-18W-UW

J-Y(St)Y 2x2x0,8mm J-Y(St)Y 2x2x0,8mm

20m max. | 2,1unit max. 

unit load 0,7 unit load 0,7 

12VDC

ceiling 
junction box

ceiling 
junction box

ceiling 
junction box

with
power supply

ideal position 
in the middle
of the wiring

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

unit load 0,7 

mSK3/3 - 0,6m
mSK3/3 - 0,6m

mSK3/3 - 0,6m

ZAS UW-mSK3/3-0,6
or

ZAS OW-mSK3/3-0,6

ZAS UW-mSK3/3-0,6
or

ZAS OW-mSK3/3-0,6

ZAS OW-mSK3/3-0,6
or

ZAS UW-mSK3/3-0,6



Electrical installation    |     Separate cabling 

   BASIN FAUCET                |     ZAS 230A/12D-18W-UW;  ZAS 230A/12D-18W-OW
alternative connection                ZAS UW-mSK3/3-0,6;  ZAS OW-mSK3/3-0,6
   

unit load - 0,7

unit load - 0,7

unit load - 0,7

ZAS 230A/12D-18W-OW
or

ZAS 230A/12D-18W-UW

J-Y(St)Y 2x2x0,8mm J-Y(St)Y 2x2x0,8mm

20m max. | 2,1unit max. 

unit load 0,7 unit load 0,7 

12VDC

ceiling 
junction box

with
power supply

ideal position 
in the middle
of the wiring

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

unit load 0,7 

mSK3/3 - 0,6m
mSK3/3 - 0,6m

mSK3/3 - 0,6m

ZAS UW-mSK3/3-0,6
or

ZAS OW-mSK3/3-0,6

ZAS UW-mSK3/3-0,6
or

ZAS OW-mSK3/3-0,6

ZAS OW-mSK3/3-0,6
or

ZAS UW-mSK3/3-0,6



unit load - 1 unit load - 1

unit load - 1

   

unit load - 1

Electrical installation    |     Separate cabling 

          SHOWER                |     ZAS 230A/12D-18W-UW;  ZAS 230A/12D-18W-OW
   

ZAS 230A/12D-18W-OW
or

ZAS 230A/12D-18W-UW

J-Y(St)Y 2x2x0,8mm

20m max. | 2,1unit max. 

unit load 1

12VDC

ceiling 
junction box ceiling 

junction box
with

power supply

unit load 1

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m



ZAS 230A/12D-18W-OW-mSK3/3-2,1
or

ZAS 230A/12D-18W-UW-mSK3/3-2,1

m
S

K
3
/3

 -
 2

,1
m

unit load 2 

12VDC

ceiling 
junction box

with
power supply

Electrical installation    |     Separate cabling 

TOILET FLUSHER   |      ZAS 230A/12D-18W-UW-mSK3/3-2,1;  ZAS 230A/12D-18W-OW-mSK3/3-2,1
   

coming soon

unit load - 2



Electrical installation    |     Separate cabling 

6VDC device connected  to 12VDC power supply (example)  |      ZAS 1224D/6D-UW-SK2/2-0,6; ZAS 1224D/6D-OW-SK2/2-0,6
   

ZAS UW-mSK3/3-2.1
or

ZAS OW-mSK3/3-2.1

m
S

K
3
/3

 -
 2

,1
m

12VDC

unit load 0,7 

ceiling 
junction box

ZAS 230A/12D-18W-OW
or

ZAS 230A/12D-18W-UW

J-Y(St)Y 2x2x0,8mm
12VDC

ceiling 
junction box

with
power supply

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

mSK3/3 - 0,6m

ZAS UW-mSK3/3-0,6
or

ZAS OW-mSK3/3-0,6

J-Y(St)Y 2x2x0,8mm

6VDC

unit load 0,7 

ceiling 
junction box

J-
Y

(S
t)

Y
 2

x2
x0

,8
m

m

SK2/2 - 0,6m

CONVERTER
ZAS 1224D/6D-UW-SK2/2-0,6

or
ZAS 1224D/6D-OW-SK2/2-0,6

20m max. | 2,1unit max. 

12VDC

unit load 0,7 



Electrical installation    |     List of power supply devices

062201-000 ZAS 230A/12D-60W
062202-000 ZAS 230A/24D-60W
062203-000 ZAS 230A/12D-60W-2B
062204-000 ZAS 230A/24D-60W-2B
062221-000 ZAS 230A/12D-18W-UW-mSK3/3-2,1
062222-000 ZAS 230A/12D-18W-OW-mSK3/3-2,1
062223-000 ZAS 230A/12D-18W-UW
062224-000 ZAS 230A/12D-18W-OW
062225-000 ZAS UW-mSK3/3-0,6
062226-000 ZAS OW-mSK3/3-0,6
062227-000 ZAS 1224D/6D 
062228-000 ZAS 1224D/6D-UW-SK2/2-0,6
062229-000 ZAS 1224D/6D-OW-SK2/2-0,6
062230-000 ZAS 230A/12DST-mSK3/3-2,1
062232-000 ZAS 230VAC/12VDC-18W-U
062233-000 ZAS 230A/12DST-mSK3/3-0,6
062234-000 ZAS 230VAC/12VDC-18W-O
062239-000 ZAS UW-mSK3/3-2,1
062240-000 ZAS OW-mSK3/3-2,1
062243-000 ZAS 230VAC/12VDC-18W-DIN
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